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CULVERT
CROSS SECTION
NOTES:

1) DRIVEWAY WIDTH = 15" MINIMUM TO 25" MAXIMUM,
OR 30" MAXIMUM FOR THREE CAR GARAGE ON LOCAL ROAD.

2) DRIVEWAY PAVING = 27 MINIMUM COMPACTED DEPTH ASPHALT CONCRETE,
CLASS B, OVER 2" MINIMUM COMPACTED DEPTH CRUSHED SURFACING TOP
COURSE, OR 6" MINIMUM CEMENT CONCRETE.

3) STORM DRAINAGE FROM DRIVEWAY SHALL NOT BE PERMITTED TO
DRAIN ONTO ROADWAY SURFACE, UNLESS ACCOUNTED FOR IN DESIGN.

4) DRIVEWAY SHALL NORMALLY BE AT 90 DEGREES TO ROAD CENTERLINE,
BUT CAN VARY FROM 75 DEGREES TO 90 DEGREES.

5) RECOMMENDED MAXIMUM GRADES +/— 15% BEYOND GRADE BREAK POINT.
VERTICAL CURVES NOT TO EXCEED A 3 1/4 INCH CREST OR A 1 INCH
SAG IN A 10 FOOT CHORD.

6) 127 MINIMUM CONCRETE CULVERT, LENGTH AS DETERMINED BY WIDTH
OF DRIVEWAY, PLUS 5° AT EACH END, WITH BEVELED END SECTIONS.
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(NOT TO SCALE)

Pierce County

Department of Public Works and Utillities

Transportation Services 01-21-03 REV. SHOULDER PPS

2401 South 35th Street Room 150 TITLE & LANE EDGE NOTES _

Tacoma, Washington 98409-7485 5-26—98 TITLE AND NOTE 5 A ﬂéﬁ KDZ
DATE REVISIONS APPROVED|DRAWN

THOMAS G. BALLARD, PE
_...COUNTY ENGINEER

e

MAY 1, 1997

Office of County Engineer

RESIDENTIAL DRIVEWAY
APPROACH, SHOULDER,
OPEN DRAINAGE

PC.F1.1
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/ SEE NOTE 5

CROSS SECTION

1) DRIVEWAY WIDTH = 15" MINIMUM TO 25" MAXIMUM,
OR 30" MAXIMUM FOR THREE CAR GARAGE ON LOCAL ROAD.

2) DRIVEWAY PAVING = 27 MINIMUM COMPACTED DEPTH ASPHALT CONCRETE,
CLASS B, OVER 2" MINIMUM COMPACTED DEPTH CRUSHED SURFACING TOP COURSE,
OR 67 MINIMUM CEMENT CONCRETE.

3) STORM DRAINAGE FROM DRIVEWAY SHALL NOT BE PERMITTED TO
DRAIN ONTO ROADWAY SURFACE, UNLESS ACCOUNTED FOR IN DESIGN.

4) DRIVEWAY SHALL NORMALLY BE AT 90 DEGREES TO ROAD CENTERLINE,
BUT CAN VARY FROM 75 DEGREES TO 90 DEGREES.

5) RECOMMENDED MAXIMUM GRADES +,/— 15% BEYOND GRADE BREAK POINT.
VERTICAL CURVES NOT TO EXCEED A 3 1/4 INCH CREST OR A 1 INCH
SAG IN A 10 FOOT CHORD.
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ASPHALT CONCRETE RAISED EDGE

(NOT TO SCALE)

Pierce County

THOMAS G. BALLARD, PE.

COUNTY ENGINEER

Department of Public Works and Ultilities

Transportation Services
2401 South 35th Street
Tacoma, Washington

Room 150
98409-7485

5-26-98 TITLE AND _NOTE 5 2 KDZ
DATE REVISIONS APPROVED|DRAWN | 155

RESIDENTIAL DRIVEWAY
APPROACH,
ASPHALT CONCRETE
RAISED EDGE
AND SHOULDER

PC.F2.1
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GRADE BREAK POINT
CROSS SECTION
NOTES:

1) DRIVEWAY WIDTH = 15" MINIMUM TO 25" MAXIMUM,
OR 30" MAXIMUM FOR THREE CAR GARAGE ON LOCAL ROAD.

2) DRIVEWAY PAVING = 6" MINIMUM CEMENT CONCRETE IF CEMENT CONCRETE
SIDEWALK OR: 2" MINIMUM COMPACTED DEPTH ASPHALT CONCRETE, CLASS B,
OVER 27 MINIMUM DEPTH CRUSHED SURFACING TOP COURSE, IF PAVED WALKWAY.
BETWEEN SIDEWALK AND RIGHT—OF—-WAY LINE CAN BE CEMENT CONCRETE
IF THE EXISTING DRIVEWAY IS CEMENT CONCRETE.

3) STORM DRAINAGE FROM DRIVEWAY SHALL NOT BE PERMITIED TO
' DRAIN ONTO ROADWAY SURFACE, UNLESS ACCOUNTED FOR IN DESIGN.

4) DRIVEWAY SHALL NORMALLY BE AT 90 DEGREES TO ROAD CENTERLINE,
BUT CAN VARY FROM 75 DEGRFES TO 90 DEGREES.

5) RECOMMENDED MAXIMUM GRADES + /-~ 15% BEYOND GRADE BREAK POINT.
VERTICAL CURVES NOT TO EXCFED 3 1,/4 INCH CREST OR A 1 INCH
SAG IN A 10 FOOT CHORD.

FLOW LINE

ASPHALT CONCRETE RAISED EDGE

CEMENT CONCRETE
SIDEWALK OR
PAVED WALKWAY

BUFFER

(NOT TO SCALE)

Pierce County

Department of Public Works and Utilities

Transportation Services

THOMAS G. BALLARD, P.E.
COUNTY ENGINEER

MAY 1, 1997

2401 South 35th Street Room 150 7—-28-98 REVISED BUFFER WIDTH KDZ
Tacoma, Washington 98409-7485 5-26—-98 TITLE AND NOTE 5 = KDZ
DATE REVISIONS APPROVED|DRAWN

Office of County Engineer

RESIDENTIAL DRIVEWAY
APPROACH,
ASPHALT CONCRETE
RAISED EDGE,
BUFFER AND SIDEWALK

PC.F2.2
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FTFT FT/FT.

ol / SEF NOTE 5
GRADE BREAK POINT

CROSS SECTION

NOTES:

1) DRIVEWAY WIDTH = 15" MINIMUM TO 25" MAXIMUM,
OR 30" MAXIMUM FOR THREE CAR GARAGE ON LOCAL ROAD.

2) DRIVEWAY PAVING = 27 MINIMUM COMPACTED DEPTH ASPHALT CONCRETE,
CLASS B, OVER 2" MINIMUM COMPACTED DEPTH CRUSHED SURFACING TOP COURSE,
OR 6" MINIMUM CEMENT CONCRETE.

3) STORM DRAINAGE FROM DRIVEWAY SHALL NOT BE PERMITTED TO
DRAIN ONTO ROADWAY SURFACE, UNLESS ACCOUNTED FOR IN DESIGN.

4) DRIVEWAY SHALL NORMALLY BE AT 90 DEGREES TO ROAD CENTERLINE,
BUT CAN VARY FROM 75 DEGREES TO 90 DEGREES.

5) RECOMMENDED MAXIMUM GRADES +,/— 15% BEYOND GRADE BREAK POINT.
VERTICAL CURVES NOT TO EXCEED A 3 1/4 INCH CREST OR A 1 INCH
SAG IN A 10 FOOT CHORD.
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GRAVEL

SHOULDER
ASPHALT CONCRETE BARRIER CURB

(NOT TO SCALE)

Pierce County

Department of Public Works and Utilities
Transportation Services

... COUNTY ENGINEER

2401 South 35th Street

Room 150

Tacoma, Washington

98409-7485

5-26—-98

TITLE AND NOTE 5
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THOMAS G. BALLARD, PE.

RESIDENTIAL DRIVEWAY
APPROACH,
ASPHALT CONCRETE
BARRIER CURB
AND SHOULDER

|
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~ / SEE NOTE 5
GRADE BREAK POINT
CROSS SECTION
NOTES:

1) DRIVEWAY WIDTH = 15" MINIMUM TO 25" MAXIMUM,
OR 30" MAXIMUM FOR THREE CAR GARAGE ON LOCAL ROAD.

2) DRIVEWAY PAVING = 6" MINIMUM CEMENT CONCRETE IF CEMENT CONCRETE
SIDEWALK OR: 2" MINIMUM COMPACTED DEPTH ASPHALT CONCRETE, CLASS B,
OVER 2” MINIMUM DEPTH CRUSHED SURFACING TOP COURSE, IF PAVED WALKWAY.
BETWEEN SIDEWALK AND RIGHT—OF—-WAY LINE CAN BE CEMENT CONCRETE CEMENT CONCRETE
IF THE EXISTING DRIVEWAY IS CEMENT CONCRETE. FLOW LINE SIDEWALK OR

purrer  PAVED WALKWAY

3) STORM DRAINAGE FROM DRIVEWAY SHALL NOT BE PERMITTED TO ASPHALT CONCRETE BARRIFR CURB
DRAIN ONTO ROADWAY SURFACE, UNLESS ACCOUNTED FOR IN DESIGN.

4) DRIVEWAY SHALL NORMALLY BE AT 90 DEGREES TO ROAD CENTERLINE,
BUT CAN VARY FROM 75 DEGREES TO 90 DEGREES.

5) RECOMMENDED MAXIMUM GRADES +/— 15% BEYOND GRADE BREAK POINT.
VERTICAL CURVES NOT TO EXCEED A 3 1,/4 INCH CREST OR A 1 INCH
SAG IN A 10 FOOT CHORD.

(NOT TO SCALE)

THOMAS G. BALLARD, PE.

COUNTY ENGINEER RESIDENTIAL DRIVEWAY
B APPROACH,
ASPHALT CONCRETE
BARRIER CURSB,
BUFFER AND SIDEWALK

Pierce County

Department of Public Works and Utilities
Transportation Services

MAY 1, 1997

2401 South 35th Street Room 150 7-28-98 REVISED BUFFER WIDTH KDz
Tacoma, Washington 98409-7485 5-~-26—98 TITLE AND NOTE 5 KDZ Off : :
ice of County Engineer
DATE REVISIONS APPROVED|DRAWN ) Y g PC.F2.4
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CROSS SECTION

NOITES:
FLOW LINE

1) DRIVEWAY WIDTH = 15" MINIMUM TO 25 MAXIMUM,

OR 30" MAXIMUM FOR THREE CAR GARAGE ON LOCAL ROAD.
CEMENT CONCRETE
2) DRIVEWAY PAVING = 6" MINIMUM CEMENT CONCRETE, OR: CEMENT CONCRETE ROLLED CURB SIDEWALK

27 MINIMUM COMPACTED DEPTH ASPHALT CONCRETE, CLASS B,

OVER 2" MINIMUM DEPTH CRUSHED SURFACING TOP COURSE.

3) STORM DRAINAGE FROM DRIVEWAY SHALL NOT BE PERMITIED TO
DRAIN ONTO ROADWAY SURFACE, UNLESS ACCOUNTED FOR IN DESIGN.

4) DRIVEWAY SHALL NORMALLY BE AT 90 DEGREES TO ROAD CENTERLINE,
BUT CAN VARY FROM 75 DEGREES TO 90 DEGREES.

5) RECOMMENDED MAXIMUM GRADES +,/— 15% BEYOND GRADE BREAK POINT.
VERTICAL CURVES NOT TO EXCEED A 3 1/4 INCH CREST OR A 1 INCH
SAG IN A 10 FOOT CHORD.

(NOT TO SCALE)

THOMAS G. BALLARD, PE

COUNTY ENGINEER RESIDENTIAL DRIVEWAY
APPROACH,
CEMENT CONCRETE
ROLLED CURB
AND SIDEWALK

Pierce County

Department of Public Works and Utilities
Transportation Services
2401 South 35th Street Room 150

Tacoma, Washington 98409-7485 5-26-98 TITLE AND NOTE 5 e KDZ L OFFfi .
- ~ OFf] of n ineer
DATE REVISIONS APPROVED|DRAWN | ce Cou ZL)/ Eng ce PC.F2.5
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CROSS SECTION

NOITES:

1) DRIVEWAY WIDTH = 15" MINIMUM TO 25" MAXIMUM,
OR 30" MAXIMUM FOR THREE CAR GARAGE ON LOCAL ROAD.

2) DRIVEWAY PAVING = 6" MINIMUM CEMENT CONCRETE IF CEMENT CONCRETE
SIDEWALK OR: 2" MINIMUM COMPACTED DEPTH ASPHALT CONCRETE PAVEMENT CLASS B,
OVER 27 MINIMUM DEPTH CRUSHED SURFACING TOP COURSE, IF PAVED WALKWAY.
BETWEEN SIDEWALK AND RIGHT—OF—~WAY LINE CAN BE CEMENT CONCRETE IF THE

EXISTING DRIVEWAY IS CEMENT CONCRETE. CEMENT CONCRETE

FLOW LINE | SIDEWALK OR

3) STORM DRAINAGE FROM DRIVEWAY SHALL NOT BE PERMITTED TO BUFFER PAVED WALKWAY
DRAIN ONTO ROADWAY SURFACE, UNLESS ACCOUNTED FOR IN DESIGN. CEMENT CONCRETE ROLLED CURB

4) DRIVEWAY SHALL NORMALLY BE AT 90 DEGREES TO ROAD CENTERLINE,
BUT CAN VARY FROM 75 DEGREES TO G0 DEGREES.

5) RECOMMENDED MAXIMUM GRADES +,/— 15% BEYOND GRADE BREAK POINT.

VERTICAL CURVES NOT TO EXCEED A 3 1/4 INCH CREST OR A 1 INCH
SAG IN A 10 FOOT CHORD.

(NOT TO SCALE)

THOMAS G. BALLARD, PE.

 COUNTY ENGINEER RESIDENTIAL DRIVEWAY
CEMENT CONCRETE

Pierce County

01—-21-03 CORRECTED NOTE 2 i - PPS e?’;

Department of Public Works and Utilities =2 . MAY 1 1997 ROLLED CURB,
4--11-01 REVISED NOTE 2 « ’ CAB ’

BUFFER AND SIDEWALK

Transportation Services
2401 South 35th Street Room 150 7-26-98 REVISED BUFFER WIDTH ZEE KDz

Tacoma, Washington 98409-7485 5-26—398 TITLE AND NOTE 5 e e KDZ

Office of County Engineer

DATE REVISIONS APPROVED|DRAWN PC.F2.6




RIGHT OF WAY LINE —\

77 6” 5 OR 6° , PAVING LIMIT
SEE NOTE 2
N 4 02FTFT
o I ik T A._VAR/ES MATCH
! EXISTING

VAR Z DRIVEWAY
N
R

" CEMENT CONCRETE
f 6" THICK
N THICKENED EDGE OF DRIVEWAY
TO FULL DEPTH OF CURB
SECTION A-A &
NOTES: %
1) DRIVEWAY WIDTH = 15" MINIMUM TO 25’ MAXIMUM a
OR 30" MAXIMUM FOR THREE CAR GARAGE ON LOCAL ROAD.
APPROACH WIDTH = DRIVEWAY WIDTH PLUS 2.5’ ON EACH SIDE.
2) DRIVEWAY PAVING = 6" MINIMUM CEMENT CONCRETE OR:
2” MINIMUM COMPACTED DEPTH ASPHALT CONCRETE PAVEMENT

CLASS B, OVER 2" MINIMUM DEPTH CRUSHED SURFACING TOP COURSE.

3) LIP HEIGHT 1,27, 17 FOR REVERSE GRADE APPROACHES.

SEE NOTE 7

DRIVEWAY
PAVEMENT Lul
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- VARIES —) ¢ ©
N S 5[
ST T XSO
— m Gl &
0.02 VARIES </ &
FLAL bl

DEPRESS ENTIRE
APPROACH WIDTH

CEMENT CONCRETE

BARRIER CURB
AND GUTIER

4) STORM DRAINAGE FROM DRIVEWAY SHALL NOT BE PERMITTED TO
DRAIN ONTO ROADWAY SURFACE, UNLESS ACCOUNTED FOR IN DESIGN.

5) DRIVEWAY SHALL NORMALLY BE AT 90 DEGREES TO ROAD CENTERLINE,
BUT CAN VARY FROM 75 DEGREES TO 90 DEGREES.

6) RECOMMENDED MAXIMUM GRADES +/— 15% BEYOND GRADE BREAK POINT.
VERTICAL CURVES NOT TO EXCEED A 3 1/4 INCH CREST OR A 1 INCH
SAG IN A 10 FOOT CHORD.

7)  WHEN ROADWAY PROFILE GRADE EXCEEDS 4% ADJUST RAMP
LENGTHS TO MEET AMERICAN DISABILITY ACT REQUIREMENTS.

GRADE BREAK POINT /

SEE NOTE 6

CROSS SECTION

L CEMENT

CONCRETE
SIDEWALK

(NOT TO SCALE)

03—21-03 REMOVED RAMP TEXTURE DETAIL V7 ¢#8s" | PPS
AND REFERENCE ’
01-21—03 | CORRECTED RAMP TEXTURE DETAIL | PPs
REVISED BACK OF CONCRETE APPROACH
Pierce County 1O REFLECT RAMP _TRANSITION _
4—11—01 | REVISED SEC. A—A, NOTES 1, 2 & 3 |"#8#&%—| CAB
2:’::;:;‘;:‘!‘:: g::"':’ce";’”ks and Utilities ADDED APPROCH WIDTH, PAY LIMIT ’
2401 South 35th Street Room 150 TAPER AND NOTE 7 )
Tacoma, Washington 98409-7485 5_26-98 TITLE AND NOTE 6 A | KDZ
DATE REVISIONS AFPPROVED|DRAWN

THOMAS G. BALLARD, P.E.
COUNTY ENGINEER

MAY 1,

1997

Office of County Engineer

RESIDENTIAL DRIVEWAY
APPROACH,
CEMENT CONCRETE
BARRIER CURB AND
GUTTER AND SIDEWALK

PC.F2.7




RIGHT OF WAY LINE \

76" 4 70 12’ 5 OR 6 PAVING LIMIT
PAVING LIMIT SEE NOTE 2
. SEE NOTE 2 s 20%
\(\V _02FT/FT __JOWARD ROAD VARIES
9 N // /D/ AT T
RRRRBELA AR

N

3/8” EXPANSION JOINT
AS APPLICABLE

CEMENT CONCRETE

67 THICK (SEE NOTE 2)

THICKENED EDGE OF DRIVEWAY
O FULL DEPTH OF CURE

SECTION A-A

NOTES:
1)

2)

3)
4)

5)

6)

DRIVEWAY WIDTH = 15" MINIMUM TO 25" MAXIMUM
OR 30" MAXIMUM FOR THREE CAR GARAGE ON LOCAL ROAD.

DRIVEWAY PAVING = 6" MINIMUM CEMENT CONCRETE IF CEMENT CONCRETE
SIDEWALK OR: 2" MINIMUM COMPACTED DEPTH ASPHALT CONCRETE PAVEMENT
CLASS B,OVER 27 MINIMUM DEPTH CRUSHED SURFACING TOP COURSE,

IF PAVED  WALKWAY.

LIP HEIGHT 1,/2"

STORM DRAINAGE FROM DRIVEWAY SHALL NOT BE PERMITIED TO
DRAIN ONTO ROADWAY SURFACE, UNLESS ACCOUNTED FOR IN DESIGN.

DRIVEWAY SHALL NORMALLY BE AT 90 DEGREES TO ROAD CENTERLINE,
BUT CAN VARY FROM /5 DEGREES TO 90 DEGREES.

RECOMMENDED MAXIMUM GRADES +,/— 15% BEYOND GRADE BREAK POINT.
VERTICAL CURVES NOT TO EXCEED A 3 1/4 INCH CREST OR A 1 INCH
SAG IN A 70 FOOT CHORD.
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CROSS SECTION

CEMENT

CONCRETE
SIDEWALK
OR PAVED
WALKWAY

SEE NOJE 6

(NOT TO SCALFE)

Pierce County

Department of Public Works and Utilities e F e
4—11-01 REVISED NOTE 2 & CROSS SECTION *’;@f%%ﬁ CAB
Transportation Services — —
2401 South 35th Street Room 150 /—28-98 REVISED BUFFER WIDTH "k KDZ
Tacoma, Washington 98409-7485 5-26—98 TITLE AND NOTE 6 *i@%g}i KDZ
DATE REVISIONS APPROVED\DRAWN

THOMAS G. BALLARD, P.E.
TY ENGINEER

MAY

1997

[ Office of County Engineer

RESIDENTIAL DRIVEWAY
APPROACH,
CEMENT CONCRETE
BARRIER CURB AND
GUTTER, BUFFER
AND SIDEWALK

PC.F2.8
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/ SEE NOTE 5 X SR
GRADE BREAK POINT C‘B—
CULVERT
~
\
\
CROSS SECTION ™~
ogeseseteteted! ~
CHKN
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NOTES: “’?3:%3;
1) DRIVEWAY WIDTH = 24° MINIMUM TO 36° MAXIMUM, /
2) DRIVEWAY PAVING = 2" MINIMUM COMPACTED DEPTH ASPHALT CONCRETE EDGE OF LANE
PAVEMENT, CLASS B, OVER 2" MINIMUM DEPTH CRUSHED SURFACING TOP
COURSE, OR 6” MINIMUM CEMENT CONCRETE. GRAVEL
OR PAVED
3) STORM DRAINAGE FROM DRIVEWAY SHALL NOT BE PERMITTED TO SHOULDER

DRAIN ONTO ROADWAY SURFACE, UNLESS ACCOUNTED FOR IN DESIGN.

4) DRIVEWAY SHALL NORMALLY BE AT 90 DEGREES TO ROAD CENTERLINE,
BUT CAN VARY FROM 75 DEGREES TO 90 DEGREES.

5) RECOMMENDED MAXIMUM GRADES +/— 15% BEYOND GRADE BREAK POINT.
VERTICAL CURVES NOT TO EXCEED A 3 1,/4 INCH CREST OR A 1 INCH
SAG IN A 10 FOOT CHORD.

6) 127 MINIMUM DIAMETER CONCRETE CULVERT, LENGTH AS DETERMINED BY WIDTH
OF DRIVEWAY, PLUS 5" MINIMUM AT EACH END, WITH BEVELED END SECTIONS.

(NOT TO SCALE)

THOMAS G. BALLARD, P.E.

'COUNTY ENGINEER MINOR DRIVEWAY
T - APPROACH, SHOULDER,
OPEN DRAINAGE

pae

Pierce County

e ° o

d Utiliti
2""3""’""' of Publlc Works and Utlitles I 1_03 | REV. TI7LE. SHOULDER & LANE EDGE NOTES | PPS MAY 1, 1997
ransportation Services -
2401 South 35th Street Room 150 4-11-01 REVISED NOTES 2, 5, & 6 e %j; . CAB
Tacoma, Washington 98409-7485 5—26—98 TITLE Aol | KDZ Offi .
jce of County EFnagineer
DATE REVISIONS APPROVEDIDRAWN Y g PC.F3.1




@ DRIVEWAY
o W PAVEMENT |
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FT/FT. Fr/eT

/ SEE NOTE 5
GRADE BREAK POINT

CROSS SECTION

NOTES:
1) DRIVEWAY WIDTH = 24" MINIMUM TO 36" MAXIMUM.

2) DRIVEWAY PAVING = 2" MINIMUM COMPACTED DEPTH ASPHALT CONCRETE PAVEMENT
CLASS B, OVER 2" MINIMUM COMPACTED DEPTH CRUSHED SURFACING TOP COURSE,
OR 67 MINIMUM CEMENT CONCRETE.

3) STORM DRAINAGE FROM DRIVEWAY SHALL NOT BE PERMITTED TO
DRAIN ONTO ROADWAY SURFACE, UNLESS ACCOUNTED FOR IN DESIGN.

4) DRIVEWAY SHALL NORMALLY BE AT 90 DEGREES TO ROAD CENTERLINE,
BUT CAN VARY FROM 75 DEGREES TO 90 DEGREES.

5) RECOMMENDED MAXIMUM GRADES +,/— 15% BEYOND GRADE BREAK POINT.
VERTICAL CURVES NOT TO EXCEED A 3 1/4 INCH CREST OR A 1 INCH
SAG IN A 10 FOOT CHORD.
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(NOT TO SCALE)

Pierce County

THOMAS G. BALLARD, PE.

~_COUNTY ENGINEER MINOR DRIVEWAY

P . APPROACH,
=" e ASPHALT CONCRETE
ﬂwy«/m"’} = wﬁ"'f" s P (e
T " RAISED EDGE

MAY 1, 1997 AND SHOULDER

Department of Public Works and Utilities e
Transportation Services 41707 REVISED NOTES 2 & 5 f% CAB
2401 South 35th Street Room 150 6-9-95 ADDED LIP KDZ
Tacoma, Washington 98409-7485 52698 TITLE KDZ
DATE REVISIONS DRAWN

" Office of County Engineer

PC.F4.1




@ DRIVEWAY
a G PAVEMENT i
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VARIES & VARIES L
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~0.02  @® —0.02 S &
FT/FT. Fr/fr 5
/ SEE NOTE 5

GRADE BREAK POINT

CROSS SECTION

NOTES:
1) DRIVEWAY WIDTH = 24" MINIMUM TO 36° MAXIMUM.

2) DRIVEWAY PAVING = 6" MINIMUM CEMENT CONCRETE IF CEMENT CONCRETE
SIDEWALK OR: 2" MINIMUM COMPACTED DEPTH ASPHALT CONCRETE PAVEMENT
CLASS B, OVER 2" MINIMUM DEPTH CRUSHED SURFACING TOP COURSE,

IF PAVED WALKWAY. BETWEEN SIDEWALK AND RIGHT—OF—-WAY LINE CAN BE
CEMENT CONCRETE IF THE EXISTING DRIVEWAY IS CEMENT CONCRETE.

3) STORM DRAINAGE FROM DRIVEWAY SHALL NOT BE PERMITTED TO
DRAIN ONTO ROADWAY SURFACE, UNLESS ACCOUNTED FOR IN DESIGN.

4) DRIVEWAY SHALL NORMALLY BE AT 90 DEGREES TO ROAD CENTERLINE,
BUT CAN VARY FROM 75 DEGREES TO 90 DEGREES.

5) RECOMMENDED MAXIMUM GRADES +,/— 15% BEYOND GRADE BREAK POINT.
VERTICAL CURVES NOT TO EXCEED A 3 1,/4 INCH CREST OR A 1 INCH
SAG IN A 10 FOOT CHORD.

FLOW LINE
ASPHALT CONCRETE RAISED EDGE

CEMENT CONCRETE
SIDEWALK OR

BUFFFR PAVED WALKWAY

(NOT TO SCALE)

Pierce County

THOMAS G. BALLARD, PE.
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NOTES:

CRAVEL
1) DRIVEWAY WIDTH = 24° MINIMUM TO 36" MAXIMUM. L OW LINE SHOULDER

2) DRIVEWAY PAVING = 27 MINIMUM COMPACTED DEPTH ASPHALT CONCRETE ASPHALT CONCRETE BARRIER CURB
PAVEMENT CLASS B, OVER 2" MINIMUM COMPACTED DEPTH CRUSHED
SURFACING TOP COURSE, OR 6 MINIMUM CEMENT CONCRETE.

3) STORM DRAINAGE FROM DRIVEWAY SHALL NOT BE PERMITTED TO
DRAIN ONTO ROADWAY SURFACE, UNLESS ACCOUNTED FOR IN DESIGN.

4) DRIVEWAY SHALL NORMALLY BE AT 90 DEGREES TO ROAD CENTERLINE,
BUT CAN VARY FROM 75 DEGREES TO G0 DEGREES.

5) RECOMMENDED MAXIMUM GRADES +,/— 15% BEYOND GRADE BREAK POINT.
VERTICAL CURVES NOT TO EXCEED A 3 1/4 INCH CREST OR A 1 INCH

SAG IN A 10 FOOT CHORD. (/\/OT [0 SCALE)

THOMAS G. BALLARD, P.E.

MINOR DRIVEWAY
APPROACH,
ASPHALT CONCRETE
BARRIER CURB
AND SHOULDER

Pierce County

Department of Public Works and Utilities

MAY 1, 1997

Transportation Services

2401 South 35th Street Room 150 4-11-01 REVISED NOTE 2, 5 ; CAB
Tacoma, Washington 98409-7485 5—-26—98 TITLE 1 jﬁw . KDZ Off .
- i ice of County Engineer
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/ SEE NOTE 6
GRADE BREAK POINT K
CROSS SECTION
NOTES:

1) DRIVEWAY WIDTH = 24" MINIMUM TO 36" MAXIMUM.

2) DRIVEWAY PAVING = 6" MINIMUM CEMENT CONCRETE |F CEMENT CONCRETE
SIDEWALK OR: 2" MINIMUM COMPACTED DEPTH ASPHALT CONCRETE PAVEMENT

CLASS B, OVER 2" MINIMUM DEPTH CRUSHED SURFACING TOP COURSE, IF
PAVED WALKWAY. BETWEEN SIDEWALK AND RIGHT—OF—~WAY LINE CAN
BE CEMENT CONCRETE IF THE EXISTING DRIVEWAY IS CEMENT CONCRETE.

3) STORM DRAINAGE FROM DRIVEWAY SHALL NOT BE PERMITTED TO

DRAIN ONTO ROADWAY SURFACE, UNLESS ACCOUNTED FOR IN DESIGN.

4) DRIVEWAY SHALL NORMALLY BE AT 90 DEGREES TO ROAD CENTERLINE,
BUT CAN VARY FROM 75 DEGREES TO 90 DEGREES.

5) RECOMMENDED MAXIMUM GRADES +,/— 15% BEYOND GRADE BREAK POINT.
VERTICAL CURVES NOT TO EXCEED A 3 1/4 INCH CREST OR A 1 INCH

SAG IN A 10 FOOT CHORD.

FLOW LINE

ASPHALT CONCRETE BARRIER CUREB

CEMENT CONCRETE
SIDEWALK OR

FPAVED WALKWAY
BUFFER

(NOT TO SCALE)

Pierce County

Department of Public Works and Utilities

Transportation Services
2401 South 35th Street Room 150

Tacoma, Washington 98409-7485
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GRADE BREAK POINT

CROSS SECTION

NOTES:

1) DRIVEWAY WIDTH = 24" MINIMUM TO 36" MAXIMUM.

2) DRIVEWAY PAVING = 27 MINIMUM COMPACTED DEPTH ASPHALT CONCRETE
PAVEMENT CLASS B, OVER 2" MINIMUM DEPTH CRUSHED SURFACING TOP
COURSE, OR 6" MINIMUM CEMENT CONCRETE.

3) STORM DRAINAGE FROM DRIVEWAY SHALL NOT BE PERMITTED TO
DRAIN ONTO ROADWAY SURFACE, UNLESS ACCOUNTED FOR IN DESIGN.

4) DRIVEWAY SHALL NORMALLY BE AT 90 DEGREES TO ROAD CENTERLINE,

BUT CAN VARY FROM

/5 DEGREES TO 90 DEGREES.

5) RECOMMENDED MAXIMUM GRADES +,/— 15% BEYOND GRADE BREAK POINT.
VERTICAL CURVES NOT TO EXCEED A 3 1/4 INCH CREST OR A 1 INCH
SAG IN A 10 FOOT CHORD.
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CEMENT CONCRETE ROLLED CURB

CEMENT CONCRETE
SIDEWALK

(NOT TO SCALE)
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Department of Public Works and Utilities

Transportation Services
2401 South 35th Street Room 150

Tacoma, Washington 98409-7485
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MINOR DRIVEWAY
APPROACH,
CEMENT CONCRETE
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